
 

 

 

 

40-0915 Hot Shot® Magnetic Torpedo Laser Level       

 

 

 

 

 

 
Durable molded housing 
is impact resistant 

Three vials read 
plumb, level and 
cross check 

Built-in rotating 
head swivels 
projects laser dot, 
horizontal or 
vertical lines

 
FEATURES: 

 Three vials read plumb, level and cross check 
 Built-in rotating head swivels projects laser dot, horizontal or vertical lines 
 Durable molded housing is impact resistant 
 Magnetic bottom allows unit to be attached to metal 
 Rear and front foot for easy leveling 

       

40-0915 INCLUDES: 

 Magnetic torpedo laser level 
 2 “AAA” alkaline batteries 

 
 
 
 



 

 

For additional information on Johnson® products, please 
call our Customer Service Department at 800.563.8553 
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Laser Torpedo Levels 
 
 
 
APPLICATIONS: 
 
Wallpapering and chair rails, pipe or conduit installation 
 

 
 
 
 
 
 
40-0915 SPECIFICATIONS  

Laser wavelength 650nm+10nm 
Laser classification Class IIIa 
Maximum power output <5mw 
Accuracy +3/8"/50' 
Interior range Up to 100' depending upon light conditions 
Power supply 2 "AAA" alkaline batteries (included) 
Battery life Approx. battery life 70 hours continuous use 
Dimensions 7" x 2" x 0.875" 
Weight 0.3 lbs 
Working temperature 14oF to 113oF 
 


