


Product Specifications 

Laser Site Calculator                              
Northwest Instrument  

Northwest Instrument Inc. 

  330 Waterloo Valley Road,   Mount Olive,   New Jersey,   USA   07828 

  Telephone: +1.973.347.6830      Facsimile: +1.973.347.6870     Email:  info@nwinstrument.com 

Features 

! Industry first built-in calculator capability 

! Measures up to 100’ – 300’ at 1/8” – 1/16” accuracy 

! Design allows for easy measuring from using edges and corners as starting points 

    as well as referencing the top of tripod 

! Six different measurement functions including Area, Volume, & Continues  

! Rugged over-molding to protect from dust and moisture 

 

Includes 

 

! Laser Site Calculator 

! AAA batteries 

! Carrying Case 

! Manual 

 

 

Model LSC30 LSC60 LSC100 

Distance 4” – 100’ 4” – 195’ 4” – 300’ 

Accuracy ±1/8” ±1/16” ±1/16” 

Measurement Units ft / in / m ft / in / m ft / in / m 

1/4" Thread for Tripod No Yes Yes 

Historical Memories 10 30 50 

Triangular area No No Yes 

Bluetooth No No Yes 

Reference Points  Front, Back 

Front!Back!      

1/4"Center of Tripod  

Front!Back!      

1/4"Center of Tripod  

IP Protection IP54 IP54 IP66 

Battery Life  Up to 3,000 measurements Up to 5,000 measurements Up to 5,000 measurements 

Batteries Type AAA x2 Type AAA x2 Type AAA x2 

 

Auto switch-off 

 

180 seconds 

 

180 seconds 

 

180 seconds 

Distance  * * * 

Area/Perimeter * * * 

Volume * * * 

Built in Calculator * * * 

Continuous Measurement * * * 

Pythagoras Functions "  2 3 

Height Tracking  "  "  * 

 


